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Troubleshooting 
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Symptoms Possible Cause Action 

  Check that the plug is 
connected.  

Does not function No electrical supply  

  Check that the main switch is 
turned on. 

   

 Aluminium filters grease 
clogged 

Clean the filters and replace 
when it is dry 

Poor airflow    

 Charcoal grease filters 
clogged 

Replace charcoal filters with 
new sets 

   

Motor running but no 
airflow 

Butterfly valve jammed Contact technician 

   

 High temperature safety 
device activated 

The kitchen is not sufficiently 
ventilated 

Motor cuts after a few 
minutes 

  

 The hood is installed too 
near the cooking stove 

The hood must be at least 
65cm from stove 

   

 Charcoal filters not installed  In re-circulating mode, 
charcoal filters must be 

installed 
Strong cooking smell   

   

 Aluminium grease filter 
saturated 

Wash the aluminium grease 
filters 

Oil dripping onto stove   

 Aluminium grease filter 
saturated 

Wash the aluminium grease 
filters 

   

Whirring sound Foreign object in contact with 
fan blade 

Contact technician 

   



Cleaning & Maintenance (Continued) 

Activated charcoal filter 
To install the charcoal filter, the motor anchorage is made to coincide with the 

anchor points of the activated charcoal filter and turn in clockwise.  

The carbon filter lasts from three to six months depending on the particular 

conditions of use. 

The activated carbon filter can neither be exhausted, it must be changed. 

 

 
Changing Bulbs 
Remove the filter support to access the bulbs.  

Take care to disconnect the mains beforehand and that the bulbs to be 

replaces are not hot. 

The maximum halogen light power is 20W. 
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From the Manufacturer  

• This appliance and it’s packaging are produced by processes that 

minimize waste and respect the environment. 

• Please help us to continue the protection of the environment by 

disposing of the packaging in a correct manner. 

 

• Safety! 
• Please do not allow young children to play with the plastic bag 

packaging. 

• Before disposing of any old appliances, be sure to cut off the power 

chord so that others will not be endangered by a defective electric 

appliance. 

 

 
Specifications 
 
Input : 220-240V 50Hz 

Absorption  : 220W 

Lamps : 2 x 20W 

External Dimensions  

• 60cm version   : 600x280x280mm 

• 70cm version   : 700x280x280mm 

• 90cm version   : 900x280x280mm 
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SAFETY : Read this First !  
• Do not connect the appliance if there are obvious signs of transportation damage. 

• Read this user manual thoroughly before attempting to use this appliance. 

• Installation and repair should be attempted only by qualified technical personnel. 

• It is dangerous to modify any part of this appliance. 

• The manufacturer declines all responsibility in case of failure to adopt proper safety 

measures. 

• Ensure the location in which this appliance is installed has good, permanent ventilation. 

• The distance between the bench top to the lower part of the hood must not be at less 

than 65 cm or higher than 75 cm. 

• Use an electrical connector with earth that is correct for your location. 

• Check that the voltage in your area is correct  before plugging in. 

• The electrical connection of this appliance must be connected to earth. 

Green & yellow = EARTH 
Blue   = NEUTRAL 
Brown   = LIVE 

• Multiple plugs and extension cables must not be used. Overload is dangerous and may 

cause a fire. 

• Ensure that the power supply chord is free from any heat source or sharp objects. 

• The appliance should be switched off and the electrical supply disconnected before any 

cleaning or maintenance work can be carried out. 

•  This appliance is not intended for use by persons (including children) with reduced 

physical, sensory or mental capabilities, or lack of experience and knowledge, unless 

they have been given supervision or instruction concerning use of the appliance by a 

person responsible for their safety. 

       Children should be supervised to ensure that they do not play with the appliance. 

• If the supply cord is damaged, it must be replaced by the manufacturer, its service agent 

or similarly qualified persons in order to avoid a hazard. 

        Clause 7 (60335-2-31) 
        There is a fire risk if cleaning is not carried out in according with the instructions. 

        The hood use four hob element at most. 
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Cleaning & Maintenance 

Before carrying out any cleaning or maintenance activities, ensure that the 

appliances is disconnected from the mains. 

 

To carry out cleaning and maintenance, follow the safety Instructions. 

 

Filter Cleaning 
To withdraw the filters from their locations release the anchoring points. Clean 

the filter either putting in the dishwasher (refer to notes) or  leaving it standing 

in hot water to simplify the removal of grease or, if wished, by means of 

special sprays (protecting the non metallic parts). Once clean, leave it to dry. 

Notes: cleaning in the dishwasher with aggressive detergents may blacken 

the surface of metallic parts, without this affecting its gas retaining properties. 

The filter must be cleaned at least once a month depending on how often the 

appliances is used. It must be remembered that grease is deposited in the 

extractor when cooking, whether it is switched on or not. 

 

Cleaning the appliances body 
The use of (40ºC approx.) soapy water is recommended. A cloth moistened in 

this water is used for cleaning the extractor, paying special attention to the 

grids. Afterwards, dry it using a lint-free cloth. 

Note: Never use metallic scouring pads or abrasive products that could 

damage the surface. Do not use scrapers with metallic surfaces such as 

knives, scissors etc. 
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Installation 

To fix the extractor to the kitchen unit.  

The lower part of the extractor must be located at a minimum height of 60cm 

above the hob for electric cookers and 65cm for gas cookers. If the 

instructions of a gas cooker indicate a greater distance these must be 

observed. 

 

When the extractor is working at the same time as other non-electrical 

cooking equipment, the outlet air pressure must not exceed 4 Pa. 

 

To achieve optimum performance the length of the outlet hose should not 

exceed 4 meters, or include more than two 90 angles (elbows) 

 

Although venting to the outside is recommended, activated carbon filters may 

be used, which allow the gas to be returned to the kitchen through the outlet 

pipe. 
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 SAFETY : Read this First !  (Continued) 
• There shall be adequate ventilation of the room when the range hood is 

used at the same time as appliances burning gas or other fuels (not 

applicable to appliances that only discharge the air back into the room); 

• There is a fire risk if cleaning is not carried out in accordance with the 

instructions; 

• Do not flambé under the range hood. 

• The air must not be discharged into a flue that is used for exhausting 

fumes from 

• Appliances burning gas or other fuels (not applicable to appliances that 

only discharge the air back into the room); 

• Regulations concerning the discharge of air have to be fulfilled. 
 
Description of Parts  

A  Motor controls that allow two positions to be selected. 

B  Light switch independent of the motors. 

C  Lighting by means of lamps. 

D  Filters located over cooking area, easily withdrawn for cleaning. 

E  Extractable group that allows a greater gas capture area. 
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F  Possibility of incorporating activated charcoal filter. 
G-H  Anti return tabs to be located in the outlet mouth, locating ends in the 
holes provided. 

 
 
 
 
 
 
 
 
 
 

 
Instructions for use 
 
By pressing the button shown in the below, you will be able to control the 

functions of the extractor. 

 
To achieve better extraction, we recommend switching on the extractor a few 

minutes before starting to cook (3—5 minutes) so that the air flow is 

continuous and stable when extracting fumes. 

 
Likewise, keep the extractor switched on for a few minutes when cooking is 

complete to allow all fumes and odors to be expelled. 

 
 
  
      
  
 
 
       
   

                     
Light On/Off Button (i) 
Switch the lighting system on and off. 
        
 

 
6 

Blower On and Speed Buttons ( ii, iii & iv) 
  Button (ii) operates the blower on LOW speed and off. 

  Button (iii) operates the blower for MEDIUM speed and off. 

  Button (iv) operates the blower for  HIGH speed and off. 

 

Clock and delay timer displayer (x) 
1. Push light button for a few second to set delay timer with 3-15 minutes (3 

minutes increment) when hood was on.  
2. Push button (ii) for a few second to set the clock for hour display when 

selected LOW speed. 
3. Push button (iii) for a few second to set the clock for minute display when 

selected  MEDIUM speed.  
 

Technical Information 

Dimensions Width = 500 / 900 mm 
 Depth = 280 mm 
 Height = 280 mm 
 
 
 
   

7 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


